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] We introduce our

new premium
mutidance

Evidance

We developed Evidance 251
to be the perfect flooring of
tours and concerts based
on our customers feedback.

Our new multidance product
is advanced in flexibility and
have faster acclimatization

to the temperature.

It lays out faster while still
having the most popular
features: Grabo’s trusted
multidance wear layer and
the 2,5mm thickness.

Also a more ecologically
aware choice.




Technical parameter

Construction

Total thickness

Wear layer thickness

Length of rolls

Width of rolls

Total weight

Residual indentation

Dimensional stability

Curling

Reaction to fire

Abrasion group

Light fastness

Chemical resistance

Slip resistance

Castor chair resistance

Flexibility
(diameter 20/40mm)

Surface treatment

Antibacterial and fungi-
cid treatment

Enviromental attributes

CE MARKING

Standard

EN ISO 24346

EN ISO 24340

EN ISO 24341

EN ISO 24341

EN ISO 23997

EN ISO 24343

EN ISO 23999

EN ISO 23999

EN 13501-1

EN 660-2

EN ISO 105-B02

EN ISO 26987

EN 13893

ISO 4918 / EN 425

EN ISO 24344

SOLVENT
— |

FREE

EN 14041

SOLVENT
———

Unit Result
heterogeneous
mm 25
mm 0.7
m
m
kg/m?
max. mm
max.%
max.mm
class
group
grade -6
high resistance
class DS
slight change
visual
evaluation no damage

CLP

graboSAN

Solvent and heavy
metal free product
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