
SPC
RIGID MODULAR FLOORING 

WITH SPC CORE

DOMUS SPC COMPACT

DOMINO SPC ACOUSTIC

DOMINO SPC COMPACT

PLANKIT SPC COMPACT

DOMINO SPC ACOUSTIC HERRINGBONE
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DESCRIPTION DOMUS SPC
COMPACT

DOMINO SPC
ACOUSTIC

DOMINO SPC
COMPACT

PLANKIT SPC
COMPACT

IDEAL SPC
COMPACT*

Construction Rigid modular flooring with SPC core

Plank size EN ISO 24342 180×1250 mm 180×1250 mm 180×1250 mm 180×1250 mm 180×1250 mm

Quantity/box 2.7 m2/12 pcs 2.7 m2/12 pcs 2.7 m2/12 pcs 2.25 m2/10 pcs 2.25 m2/10 pcs

Tile size EN ISO 24342 - 310 x 620 mm 310 x 620 mm 310 x 620 mm 310 x 620 mm

Quantity/box - 1.9 m2/10 pcs 1.9 m2/10 pcs 1.9 m2/10 pcs 1.9 m2/10 pcs

Total thickness EN ISO 24346 3.5 mm 4.0+1 mm 4.0 mm 5.0 mm 5.0 mm

Wear layer thickness EN ISO 24340 0.3 mm 0.40 mm 0.40 mm 0.55 mm 0.7 mm

Thickness of IXPE foam EN ISO 24341 - 1.0 mm - - -

Total weight EN ISO 23997 6.8 kg/m² 7.8 kg/m² 7.8 kg/m² 9.7 kg/m² 9.7 kg/m²

CLASSIFICATION
European classification ISO 10874 class: 23/31 class: 23/32/41 class: 23/32/41 class: 33/42 class: 34/43

PERFORMANCE
Abrasion group EN 660-2 T

Residual indention EN ISO 24343 max. 0.1 mm

Dimensional stability EN ISO 23999 max. 0.25 %

Wear resistance IP method A EN 13329 min. 1200 cycles min. 1200 cycles min. 1200 cycles min. 2000 cycles min. 2000 cycles

Fire resistance EN 13501-1 class: Bfl-s1

Slip resistance DIN 51130 class: R10

EN 13893 class: DS

Impact sound reduction EN ISO 717-2 - 21 dB - - -

Chemical resistance EN ISO 26987

Light fastness ISO 105-B02 grade 6

Castor chair resistance EN ISO 4918

Thermal resistance EN 12667 max. 0.15 m2 K/W

Surface treatment Silver Knight iGUARD PUR Surface

Bacteriostatic activity ISO 22196 >99%

Warranty commercial 3 year 5 year 5 year 10 year 10 year

resedential 7 year 10 year 10 year 10 year 10 year

SPC
RIGID MODULAR FLOORING WITH SPC CORE

PERFORMANCE,  
FEATURES & BENEFITS
•	 Very simple renovation
•	 Self-disinfecting surface
•	 100% waterproof
•	 Kit & pet friendly
•	 Low residual indentation
•	 Easy cleaning 

RECOMMENDED 
USAGE
•	 Homes
•	 Retail
•	 Hospitality
•	 Offices 

GRABO SPC
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CONSTRUCTION
	 Silver Knight iGUARD  

PUR Surface
	 Transparent wear layer
	 Design printed layer
	 SPC core with i4F click 

system
	 IXPE backing foam

GRABO SPC
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DOMINO SPC  
ACOUSTIC

DOMUS | DOMINO | PlankIt | Ideal SPC 
COMPACT

*Ideal SPC Com
pact is available in all designs w

ith the m
inim

um
 quantity of 600 sqm

/design.
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GRABO SPC GRABO SPC

SPC

WOOD

KARI TARGARYEN	CAMILLA STINELINE OLENA

TULLY WALDER	LANNISTER BOLTON	MALISTER	 DAVOS
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GRABO SPC

SPC

WOOD

SILJE BRONNELERIA DROGO

REED JOFFREYDOREAH SANSA
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GRABO SPC
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GRABO SPC

SPC

STONE

ROYCE FIONALUWIN YARAHODOR ANNE

MYRCELLA HENNY HEDDA

GRABO SPC
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DESCRIPTION DOMINO SPC ACOUSTIC 
HERRINGBONE

Construction Rigid modular flooring with SPC core

Plank size EN ISO 24342 151×600 mm

Quantity/box 1.359 m2/15 pcs

Total thickness EN ISO 24346 5.0+1 mm

Wear layer thickness EN ISO 24340 0.40 mm

Thickness of IXPE foam EN ISO 24340 1.0 mm

Total weight EN ISO 23997 10.5 kg/m²

CLASSIFICATION
European classification ISO 10874 class: 23/32/41

PERFORMANCE
Abrasion group EN 660-2 T

Residual indention EN ISO 24343 max. 0.1 mm

Dimensional stability EN ISO 23999 max. 0.1 %

Fire resistance EN 13501-1 class: Bfl-s1

Slip resistance DIN 51130 class: R10

EN 13893 class: DS

Impact sound reduction EN ISO 717-2 19 dB

Chemical resistance EN ISO 26987

Bacterial resistance EN ISO 846

Light fastness ISO 105-B02 grade 6

Surface treatment iGUARD PUR Surface

Content of PCP EN 12673 does not contain

Formaldehide emission ENV 717-1 E1 (no emission)

VOC ISO 16000

Warranty commercial 5 year

resedential 10 year

DOMINO SPC ACOUSTIC
HERRINGBONE

RIGID MODULAR FLOORING WITH SPC CORE

PERFORMANCE,  
FEATURES & BENEFITS
•	 Small planks for herringbone 

installation pattern
•	 Ideal for kids and pets
•	 100% waterproof
•	 Excellent dimensional stability
•	 Low residual indentation
•	 Easy cleaning 

RECOMMENDED USAGE
•	 Homes
•	 Retail
•	 Hospitality
•	 Offices

DOMINO SPC ACOUSTIC HERRINGBONE

TOTAL THICKNESS 

5.0+1 mm

WEAR LAYER THICKNESS 

0.4 mm

TOTAL WEIGHT 

10.5 kg/m²

IMPACT SOUND REDUCTION 

19 db

SLIP RESISTANCE 

class: R10
EUROPEAN

CLASSIFICATION
23  | 32  | 41 

CONSTRUCTION
	 iGuard PUR protective 

coating
	 Transparent wear layer
	 Design printed layer
	 SPC core with uniclick  

click system
	 IXPE foam backing

DOMINO SPC ACOUSTIC HERRINGBONE

8988

FLOOR HEATING
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DOMINO SPC ACOUSTIC HERRINGBONE

DOMINO SPC ACOUSTIC

HERRINGBONE

LANNISTER SELMA

DOREAH ELIN

DOMINO SPC ACOUSTIC HERRINGBONE
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