
SUPPORTING EVERY STEP TO THE TOP
PVC SPORT FLOORING







MULTIPURPOSE MULTISPORT ∙ COMPETITION SPORTS

SPORTS VariUse 8.3 VariUse 6.2 Mega Extreme Supreme Elite

Aerobic

Badminton

Basketball

Body building

Cardio training

Dance

Fencing

Floorball

Futsal

Gymnastics

Handball

Indoor hockey

Locker room

Martial arts

Squash

Table tennis

Tennis

Volleyball

Wheelchair sports

FACILITY VariUse 8.3 VariUse 6.2 Mega Extreme Supreme Elite

Multipurpose hall

Competition sport facility

Multisport room

University, collage

School, kindergarten

Fitness center, gym



MULTISPORT ∙ PE CLASSES ∙ TRAINING ∙ LEISURE 
LEISURE ∙

COMPETIT-
ION SPORTS

Gymfit 65 Gymfit 60 Gymfit 50 Start Stamina Rocket SPORTS

Aerobic

Badminton

Basketball

Body building

Cardio training

Dance

Fencing

Floorball

Futsal

Gymnastics

Handball

Indoor hockey

Locker room

Martial arts

Squash

Table tennis

Tennis

Volleyball

Wheelchair sports

Gymfit 65 Gymfit 60 Gymfit 50 Start Stamina Rocket FACILITY

Multipurpose hall

Competition sport facility

Multisport room

University, collage

School, kindergarten

Fitness center, gym
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TECHNICAL DATA GRABOREX T

Width EN ISO 24341 2000 mm

Standard roll length EN ISO 24341 35 ± 10%

Thickness EN ISO 24346 1.3 mm

TECHNICAL DATA PROTECTSPORT PROTECTSPORT ARENA

Width EN ISO 24341 1400 mm 2000 mm

Standard roll length EN ISO 24341 25 ± 10% 25 ± 10%

Thickness EN ISO 24346 1.5 mm 1.6 mm

THICKNESS

1.5
THICKNESS

1.6

THICKNESS

1.3



DIAMETER

4.5

HEIGHT

65
WIDTH

38

LENGTH

70

LENGTH BETWEEN

1200
2600

&



DESCRIPTON
VARIUSE 

8.3
VARIUSE 

6.2
MEGA EXTREME SUPREME ELITE

Thickness mm EN ISO 24346 8.3 6.2 10.3 8.0 6.7 6.0

Weight kg/m² EN ISO 23997 5.0 4.3 5.2 4.3 3.6 3.2

Width m EN ISO 24341 2 2 2 2 2 2

Standard roll length m EN ISO 24341 15 20 15 15 20 20

CLASSIFICATION
Product specification EN 14904 EN 14904 EN 14904 EN 14904 EN 14904 EN 14904

Impact sound insulation ∆Lw (dB) EN ISO 717-2 - 19 21 21 22 21

Thermal resistance m²K/W EN ISO 10456 0.12 0.08 0.15 0.12 0.1 0.09

Flammability NF P 92-512 - - - M3 M3 M3

EN 13501-1 Cfl-S1 Cfl-S1 Cfl-S2 Cfl-S1 Cfl-S1 Cfl-S1

ÖNORM 
B3810/B3800/2

- - - B1-Q1 B1-Q1 B1-Q1

ISO 3795 - - - 100 100 100

SPORT PROPERTIES
Rotational friction EN 13036-4 80-110 80-110 80-110 80-110 80-110 80-110

Shock absorption % EN 14808 P2 P1 P3 P2 P1 P1

Vertical deformation mm EN 14809 ≤2 ≤2 ≤2 ≤2 ≤2 ≤2

Ball rebound % EN 12235 ≥90 ≥90 ≥90 ≥90 ≥90 ≥90

Specular gloss EN 2813 ≤ 30 ≤ 30 ≤ 30 ≤ 30 ≤ 30 ≤ 30

TECHNICAL
CHARACTERISTICS
Dimensional stability max.% EN ISO 23999 +/-0.2 +/-0.2 +/-0.2 +/-0.2 +/-0.2 +/-0.2

Indentation resistance mm EN 1516 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5

Resistance to rolling load 1500 N EN 1569 no damage no damage no damage no damage no damage no damage

Colour fastness ISO 105 B02 6 6 6 6 6 6

Resistance to chemicals EN ISO 26987

Abrasion resistance (H18 wheel) ≤1000 mg/ 1000 
cycles EN ISO 5470-1 <250 <250 <250 <250 <250 <250

Abrasion group EN 660-1 T T T T T T

OTTO-GRAF-INSTITUT
UNIVERSITÄT STUTTGART

CENTRE FOR SPORTS
TECHNOLOGY 

RAPPORT D’ESSAIS
EN LABORATOIRE

WWW.ISP-GERMANY.COM
INSTITUTF ÜR SPORT ÄTTENPRÜFUNG



DESCRIPTON
GYMFIT 

65
GYMFIT 

60
GYMFIT 

50
START STAMINA ROCKET

Thickness mm EN ISO 24346 6.5 6.0 5.0 4.0 2.0 3.8

Weight kg/m² EN ISO 23997 3.3 3.3 2.8 2.6 2.8 2.5

Width m EN ISO 24341 2 2 2 2 2 2

Standard roll length m EN ISO 24341 20 15 20 20 20 20

CLASSIFICATION
Product specification EN 651 EN 651 EN 651 EN 651 EN 649 EN 651

Impact sound insulation ∆Lw (dB) EN ISO 717-2 15 16 16 - - -

Thermal resistance m²K/W EN ISO 10456 0.1 0.07 0.07 0.06 0.01 0.05

Flammability NF P 92-512 M3 M3 M3 - - -

EN 13501-1 Cfl-S1 Cfl-S1 Cfl-S1 Cfl-S1 Cfl-S1 Cfl-S1

ÖNORM 
B3810/B3800/2

B1-Q1 B1-Q1 B1-Q1 - - -

ISO 3795 100 100 100 100 100 100

SPORT PROPERTIES
Rotational friction EN 13036-4 80-110 80-110 80-110 80-110 80-110 80-110

Shock absorption % EN 14808 14 18 14 9 - -

Vertical deformation mm EN 14809 ≤2 ≤2 ≤2 ≤2 - ≤2

Ball rebound % EN 12235 >90 >90 >90 >90 >90 >90

Specular gloss EN 2813 ≤ 10 ≤ 10 ≤ 10 ≤ 30 ≤ 10 ≤ 30

TECHNICAL
CHARACTERISTICS

≤ 30

Dimensional stability max.% EN ISO 23999 +/-0.2 +/-0.2 +/-0.2 +/-0.2 +/-0.2 +/-0.2

Indentation resistance mm EN 1516 <0.5 <0.5 <0.5 - <0.25 -

Resistance to rolling load 1500 N EN 1569 no damage no damage no damage no damage no damage no damage

Colour fastness ISO 105 B02 6 6 6 6 6 6

Resistance to chemicals EN ISO 26987

Abrasion resistance (H18 wheel) ≤1000 mg/ 1000 
cycles EN ISO 5470-1 <250 <250 <250 <250 <250 <250

Abrasion group EN 660-1 T T T T T T










